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EVERGLADES NATIONAL PARK TRAFFIC TRENDS SUMMARY
L ~ Roadway i | AT VT (1000) -
Mo, _Segment 0. Langih 1991 1954 2004 | 1968 1881 1984 2008
10 i-mmm. East Park Boundary to Main Visitar Canter 16010 048 1504 1578 667 | 196 208 277 152

10 Main Park Rd.- Main Visitor Center to Royal Palm Access Rd. 16031 1.72 121 1081 770 | 488 B0 eas 4

10 $in Park Rd. - anwlm.hmw to Flaminga 15030 3643 1141 Bas 670 | 10345 15172 11288 mj

12 Royal Palm Access Rd. - Main Park Rd, o Royal Paim 16022 198 | 778 a7 756 4 557 62 s41 307
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National Park Service Traffic Gount Program
EVERGLADES NATIONAL PARK R4 T RARFIC VOLUME SUMMARY

Sta.  STATION BEGIN  24HR. SEAS. ANN. REF.
[[=} LOCATION DATE  VOL  FACT FAGT, Enm Mm' ma.
18019 Main Park Rd. - East Park Boundary to Main Visitor Center 12804 1080 (E93S 08025 BET 16010,
18021 Main Park Rd. - - Main Visitor Center to Royal Paim Access Ra. 1218004 988 0.8680 07754 877 770 16021
16022 Royal Falm Access R, - Main Bark R, o Royal Paim 121804 511 Dp4s0 (08389 483 42016022
18030 Main Park Rd. - Roval Palm Access R um@ 121804 984 DA311 DES03 818 679 18030
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‘and annuzt adjustment factors for coverage counts,




National Park Service Traffic Count Program
EVERGLADES NATIONAL PARK

Vehicle Classification

2004 TRAFFIC COMPOSITION SUMMARY

Vehicle Occupancy

Location: ~ STATICN 16010 Location: STATION 16010
BUS LT
T 1 S Bus 0 I Bus +
6.00% ShES Nt L 0.15% 0.15% “0,15%
RV Vi ¥ [ = [
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_Location: STATION 1{51‘.’!_31[:!] Location: STATION 16030
LT
VT 35
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RV -
113%
-
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2
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CLASSIFICATION LEGEND: OCCUPANCY LEGEND:
Mo, Vehicle Type FHWA Class Mo. Vehicle Occupancy
M Motorcycles Class 1 1 1 Occupant
PC Passenger Cars Class 2 2 2 Cccupants
=] Recreational Vehicles WA, 36 3-6 Occupants (car load)
V+T  |Vehicles/RV pulling Trailer HiA 6+ More than & Occupants, (non-Bus)
BUS |Transit/Shuttle Buses Class 4 Bus 0 Bus, No Passengers
TOUR |Tour Buses Class 4 Bus + Bus, Few Passengers
LT Light-duty Trucks Classes 3, 5 Bus++ Bus, Semi-Loaded
HT Heawvy-duty Trucks Classes 6-13 Bus Full |Bus, Fully Loaded

Mote: Vehicle Classifications and Vehicle Occupancy values represented by 0% (Mo Occurrence) are not shown on the charts.




National Park Service Traffic Count Program
EVERGLADES NATIONAL PARK

Station: 16010 Main Park Rd. - East Park Boundary to Main Visitor Center

Average Average Average Annual Seasonal
Day Weekday Weekend Average Average
of of Dayof Daily Traffic  Daily Traffic
Month Month Month Factar Factor
Month Year (MADT) (MAWDT) (MAWET) (AADTF) {SADTF)
1 1882 2243 2118 2600 0.6074 0.6765
2 1982 2510 2344 2B76 0.5491 0.6116
3 1992 2214 2077 25563 0.6186 0.6880
4 1892 1825 1736 2075 0.7611 0.8477
5 1992 1380 1269 1616 0.9773 1.0885
B 1802 1027 1029 1025 1.5408 1.7161
7 18892 945 831 380 16116 1.7849
B 1990 1138 1087 1285 1.2291 1.3689
9 1891 1162 1111 1247 1.2665 1.4106
10 1891 1210 1151 1378 1.1461 1.2765
11 1991 1500 1424 1681 0.9385 1.0464
12 1891 1808 1743 1968 0.8025 0.8938
Annual Average Daily Traffic (AADT) 1579
Annual Average Weekday Traffic (AAWDT) 1502
Annual Average Weekend Traffic (AAWET) 1774
Seasonal Average Daily Traffic (SADT) 1759
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Mote: AADTF is used to adjust coverage traffic volumes to AADT volume

SADTF is usad to adiust coverage traffic volumes to SADT volume.
SADT — Seasonal Average Daily Traffic for the months containing 80% of annual volume.




National Park Service Traffic Count Program
EVERGLADES NATIONAL PARK

Station: 16021 Main Park Rd. - Main Visitor Center to Royal Palm Access Rd.

Average Average Average Annual Seasonal
Day Weekday Weekend Average Average
of of Dayof Daily Traffic  Daily Traffic
Month Maonth Month Factor Factor
Month  Year  (MADT) (MAWDT) (MAWET) (AADTF) (SADTF)
1 1992 2304 1900 2418 0.5754 0.6555
2 1982 2285 2083 2648 0.5254 0.5886
3 1892 2022 1872 2388 0.5826 0.6637
4 1982 1605 1500 1883 0.7349 0.8373
5 1982 1186 1050 1470 0.9464 1.0782
g 1992 848 529 924 1.5057 1.7154
7 1980 818 779 895 1.554%5 1.7709
8 1989 764 745 820 1.6966 1.8329
B 1991 968 898 1095 1.2705 1.4475
10 1891 996 g22 1204 1.15655 1.3164
11 1991 1316 1223 15633 0.9075 1.0339
12 1991 1605 1531 1785 0.77594 0.8880
Annual Average Daily Traffic (AADT) 1391
Annual Average Weekday Traffic (AAWDT) 1279
Annual Average Weekend Traffic (AAWET) 1589
Seasonal Average Daily Traffic (SADT) 1585
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Mote: AADTF is used to adjust coverage traffic volumes to AADT volume.
SADTF is used to adjust coverage traffic volumes to SADT volume.
SADT — Seasonal Average Daily Traffic for the months containing 80% of annual volums



National Park Service Traffic Count Program
EVERGLADES NATIONAL PARK

Station: 16022 Royal Palm Access Rd. - Main Park Rd. to Royal Palm

Average  Average  Average Annual Seasonal
Day Weekday Weekend Average Average
of of Day of  Daily Traffic Daily Traffic
Month Month Manth Factor Factor
Month  Year  (MADT) (MAWDT) (MAWET) (AADTF) (SADTF)
1 1892 1335 1266 1478 0.6198 0.6989
2 1992 1493 1444 1619 0.5658 0.6380
3 1882 1370 1329 1469 0.6236 0.7032
4 1992 1109 1083 1182 0.7750 0.8739
5 1882 766 722 857 1.0689 1.2054
G 1992 606 604 B15 1.4896 1.6787
7 1980 537 547 518 1.7685 1.9942
8 1988 550 5582 544 1.6840 1.8989
8 1881 B46 652 B35 1.4427 1.6268
10 1981 659 628 750 1.2214 1.3773
11 1991 872 840 846 0.9684 1.0820
12 1981 1045 1026 1092 0.8389 0.9480
Annual Average Daily Traffic (AADT) 916
Annual Average Weekday Traffic (AAWDT) 893
Annual Average Weekend Traffic (AAWET) 975
Seasonal Average Daily Traffic (SADT) 1033
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Note: AADTF is used to adjust coverage traffic volumes fo AADT volume.

SADTF 15 used to adjust coverage traffic volumes to SADT volume.
SADT — Seasonal Average Daily Traffic for the months centaining 80% of annual volume.



National Park Service Traffic Count Program

EVERGLADES NATIONAL PARK

Station: 16030 Main Park Rd. - Royal Palm Access Rd. to Flamingo

Average Average Average Annual Seasonal
Day Weekday Weekend Average Average
of of Dayof Daily Traffic  Daily Traffic
Month Month Month Factor Factor
Month Year (MADT) (MAWDT) (MAWET) (AADTF) (SADTF)
1 1992 1789 1686 20886 0.5507 0.8630
2 1992 201 1870 2324 0.4943 0.5851
3 1992 1618 1564 1749 0.6568 0.7907
4 1992 1163 1126 1260 0.9118 1.0976
5 1992 900 788 1166 0.9851 1.1861
B 1992 637 594 755 1.5214 1.8318
i 1991 645 554 793 1.4485 1.7440
8 1990 649 554 807 1.4234 1.7138
9 1991 786 713 968 1.1866 1.4287
10 1990 798 748 936 1.2272 1.4776
1 1991 1306 1257 1425 0.8061 0.9705
12 1991 1483 1409 1664 0.6903 0.8311
Annual Average Daily Traffic (AADT) 1149
Annual Average Weekday Traffic (AAWDT) 1079
Annual Average Weekend Traffic (AAWET) 1328
Seasonal Auerage Daily Traffic (SADT) 1383
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Maota: AADTF iz used to adjust coverage traffic velumes to AADT volume,

SADTF is used to adjust coverage traffic volumes to SADT volume.
SADT — Seasonal Average Daily Traffic for the months containing 80% of annual volume.



National Park Service Traffic Count Program

EVERGLADES NATIONAL PARK HISTORICAL SEASONAL TRAFFIC TREND SUMMARY
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Note:  MADT — Monthly Average Daily Traffic
AADT — Annual Average Daily Traffic




National Park Service Traffic Count Program

ATR Station 16022
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[EVERGLADES NATIONAL PARK HISTORICAL SEASONAL TRAFFIC TREND SUMMARY

Average MADT/AADT Trends
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Note:  MADT — Monthly Average Daily Traffic
AADT — Annual Average Daily Traffic
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